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FG290M16 (PH120) Cca s1b,d1,a1
FGZ290M16 (PH120) Cca s1b,d1,a1

COSTRUZIONE / CONSTRUCTION

Conduttore / Conductor Flessibile in rame rosso ¢l 5 / Flexible bare Cu ¢/ 5

FG290HM16 (PH120) Cca s1b,d1,a1
FGZ90HM16 (PH120) Cea s1b,d1,at

COSTRUZIONE / CONSTRUCTION

Mescola elastomerica a base siliconica G29 / Insulation in elastomeric

Isolamento / Insufation .
silicon based compound G29
Guaina / Sheath Termoplastica LSZH, qualita’ M16 Viola / Thermoplastic LSZH, M16 quality
violet
- FG290M16 [NR COND x SEZ] Cca s1b,d1,a1 PH120 UNI 9795 100/100V
Marcatura / Printing

CEl 20-105 Uo=400V [ORD NR] WW/YY

PROPRIETA ELETTRICHE / ELECTRICAL PROPERTIES

Conduttore / Conductor Flessibile Cu classe 5 / Flexible Cu class 5
, Mescola elastomerica a base siliconica G29 / Elastomeric silicone based
Isolamento / Insulation
compound G29
Guaina / Sheath Term'oplastlca LSZH, qualita’ M16 Rosso / Thermoplastic LSZH, M16
quality red
Drenaggio / Drain wire Cu stagnato / Tinned Cu
Schermo / Shield Al/PET
Marcatura / Printing FG290HM16 [NR COND x SEZ] Cca s1b,d1,a1 PH120 UNI 9795

100/100V CEl 20-105 Uo=400V [ORD NR] WW/YY

PROPRIETA ELETTRICHE / ELECTRICAL PROPERTIES

Tensione nominale / Nominal Voltage 100v/100V

Tensione di prova / Test Voltage 2000V

Temperatura di esercizio / Operating Temperature -15°C +90°C

Raggio minimo di curvatura / Min bending radius 10 x diam. est. / 70 x ext.diam.
NORMATIVE / RULES

UNI' 9795/ CEI EN 50200(CEI20-36/4-0)/ CEl UNEL 36762/ CEI 20-105/ CEl 20-105 VR1/ CEI EN
60332-3-25 (CEl 20-22/3-5)

Tensione nominale / Nominal Voltage 100/100V

Tensione di prova / Test Voltage 2000V

Temperatura di esercizio / Operating Temperature -15°C +90°C

Raggio minimo di curvatura / Min bending radius 10 x diam. est. / 710 x ext.diam.
NORMATIVE / RULES

CEI EN-50200/ CEI UNEL 36762/ UNI 9795/ CEI 20-105/ CEI 20-105 V2:2020 / EN 50575:2014+A1:2016
(CEI EN 60332-3-25)

CODICE SMART CODICE SEZIONE DIAM. PESO

SMART CODE ITEM NR SECTION mn? mm  WEIGHT Kg/Km
AE-210 AFHFRNO210FCVIMO1 21,00 7.70 59.00
AE-215 AFHFRNO215FCVIMO1 21,50 9.10 80.00
AE-225 AFHFRNO225FCVIBOS 2X2,50 10.60 110.00

| dati riportati sono da considerarsi indicativi e non strettamente vincolanti / The details expressed above have to be considered as an indication.
European Cable Service S.r.l. - Tel. +39 0583 436283 — www.europeancableservice.it — info@europeancableservice. it

CODICE SMART CODICE SEZIONE DIAM. PESO

SMART CODE ITEM NR SECTION mm mm  WEIGHT Kg/Km
AA-205 AFHFRS0250FCROMO1 20,50 7.20 47.00
AA-210 AFHFRS0210FCROMO2 21,00 7.90 62.00
AA-215 AFHFRS0215FCROMO1 2x1,50 9.30 80.00
AA-225 AFHFRS0225FCROBO5 2x2,50 10.80 114.00

| dati riportati sono da considerarsi indicativi e non strettamente vincolanti / The details expressed above have to be considered as an indication.
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