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The details expressed above have to be considered as an indication.

Loudspeaker cable CCA
Loudspeaker Cables

Construction

Conductor Flexible CCA 40%

Insulation PVC red/black

Electrical properties

Nominal voltage 300/500V

Test voltage 1000V

Operating temperature -20°C +60°C

Rules

EN 55013:2013

EN 55020:2007

A11:2011

CEI EN 50363

EN 50575:2014 / A1:16

Smart
code Item number Section mm² Resistance at

20°C Ω/Km
Capilar diameter
mm. Size mm. Weight Kg/Km

PC-205 PIPVAX0250XXRNM01 2×0,50 56.20 0.20 2,10×4,20 13.00

PC-207 PIPVAX0275XXRNM01 2×0,75 37.20 0.20 2,30×4,60 16.35

PC-210 PIPVAX0210XXRNM01 2×1,00 28.20 0.20 2,50×5,00 19.85

PC-215 PIPVAX0215XXRNM01 2×1,50 18.99 0.25 3,00×6,00 28.70

PC-225 PIPVAX0225XXRNM01 2×2,50 11.20 0.25 3,30×6,60 37.84



European Cable Service S.r.L. - Tel. +39 0583 436283 - www.europeancableservice.it - info@europeancableservice.it


